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In this paper we present a second generation URL monitoring tool which enables 
the collaborative evaluation of URL content changes. In our implementation, a 
document monitoring agent works alongside a recommender system. Using 
information provided by ... 
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Forward estimates of area and delay facilitate effective decision-making when 
searching the solution space of digital designs. Current estimation techniques 
focus on modeling the layout result and fail to deliver timely or accurate 
estimates. This paper ... 
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Abstract. This paper describes the basic processing model and architecture of 
Aurora, a new system to manage data streams for monitoring applications. 
Monitoring applications differ substantially from conventional business data 
processing. The fact that ... 
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Understanding distributed applications is a tedious and difficult task. Visualizations 
based on process-time diagrams are often used to obtain a better understanding 
of the execution of the application. The visualization tool we use is Poet, an 
event ... 
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We utilize Rent's rule as an empirical measure for efficient clustering and 
placement of circuits in clustered Field Programmable Gate Arrays (FPGAs). We 
show that careful matching of resource availability and design complexity during 
the clustering ... 
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This article presents methods to translate a behavioral-level analog description 
into a Field Programmable Analog Array (FPAA) implementation. The methods 
consist of several steps that are referred to as function decomposition, macrocell 
synthesis, placement ... 
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This paper addresses two aspects of low-power design for FPGA circuits. First, we 
present an RT-level power estimator for FPGAs with consideration of wire length. 
The power estimator closely reflects both dynamic and static power contributed by 
various ... 
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In this article we provide a practical transformational approach to the synthesis of 
correct synchronous digital hardware designs from high-level specifications. We do 
this while taking into account the complete life cycle of a design from early 
prototype ... 



Keywords: CDFG, SFG, VHDL, correctness by construction, design methodology, 
rapid system prototyping, transformational design 



http://portal.acm.org/results.cfm?CFID=49289059&CF...R&isbnhow=OR&isbn=&doi=&ccs=&subj=&Go.x=27&Go.y=ll (3 f 4)8/28 200 1" S5 2 PM 



f I pa 1 il ind ustom and \ d and li tn i ight and calculate and ui nd i n 1 



E *ten n g J av a [os hi g ■ ;;]§ vej j{V e v;c-: ; go ; : s? \ k:? ion 

V' ^ - ' o ' • •/ , }Jl:.:ir. . ^ . o 

November Transactions on Programming Languages and Systems 

2003 (TOPLAS) , Volume 25 Issue 6 

Publisher: ACM ^ # , \< . ^ i - 

Full text available: *g|Pdf (947.02 Additional Information 

KB) dex U ] j 

Bibliometrics: Downloads (6 Weeks): 18, Downloads (12 Months): 137, Citation Count: 28 

We incorporate innovations from the < bigwig> project into the Java language to 
provide high-level features for Web service programming. The resulting language, 
JWIG, contains an advanced session model and a flexible mechanism for dynamic 
construction ... 
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Low power has emerged as a principal theme in today's electronics industry. The 
need for low power has caused a major paradigm shift in which power dissipation 
is as important as performance and area. This article presents an in-depth survey 
of CAD methodologies ... 



Keywords: CMOS circuits, adiabatic circuits, computer-aided design of VLSI, 
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